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Huijue Core Switch DS-3E3528F

The switch can detect faults in power supplies, and
will if any such faults are found, respond with an
alarm. It can automatically adjust fan speed
according to the temperature.

HIKVISION DS-3E3728F-H 28 Port Fiber Core
Switch 24×SFP ports (including 8×combo
interfaces), 4×10G/1G BASE-X SFP+ ports

Switch 28 puertos (24 Ethernet + 4 IP) Gigabit
Fiber Core | 24 puertos Ethernet | 4 puertos SFP |
Velocidad de transferencia de datos hasta 10 Gbps
| QoS (Quality of Service), VLAN (Virtual LAN),

PoE power overload protection Prevents
instantaneous power from being too high and
averts switch outage, effectively extending switch
life

The switch can detect faults in power supplies, and
will if any such faults are found, respond with an
alarm. It can automatically adjust fan speed
according to the temperature.
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The switch can detect faults in power supplies, and
will if any such faults are found, respond with an
alarm. It can automatically adjust fan speed
according to the

Entity company original Haikang 24-port core
switch DS-3E3528F-H on sale,buy cheap Entity
company original Haikang 24-port core switch
DS-3E3528F-H from

Contact Us

For more information, pricing, or custom solutions, please contact us:

Website: https://abcstimulo.fr
Email: contact@abcstimulo.fr
Phone: +48 539 742 186
Address: 15 Rue de la Photonique, 69100 Villeurbanne, Auvergne-Rhône-
Alpes, France

This document is for informational purposes only. Specifications subject to
change without notice.

Powered by TCPDF (www.tcpdf.org)

© 2026 ABC Stimulo Photonics - All rights reserved

http://www.tcpdf.org

